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unicast networks. Should processing requirements dictate a
greater amount speed and capacity, distributed network con-
troller architectures may similarly be employed to pool, load
balance, and otherwise increase the communicative band-
width required by clients 1010 and the servers 1040. A com-
munications network may be any one and the combination of
wired and/or wireless networks including without limitation a
direct interconnection, a secured custom connection, a private
network (e.g., an enterprise intranet), a public network (e.g.,
the Internet), a Personal Area Network (PAN), a Local Area
Network (LAN), a Metropolitan Area Network (MAN), an
Operating Missions as Nodes on the Internet (OMNI), a Wide
Area Network (WAN), a wireless network, a cellular net-
work, and other communications networks.

[0090] Some embodiments may be described using the
expression “one embodiment” or “an embodiment” along
with their derivatives. These terms mean that a particular
feature, structure, or characteristic described in connection
with the embodiment is included in at least one embodiment.
The appearances of the phrase “in one embodiment” in vari-
ous places in the specification are not necessarily all referring
to the same embodiment. Further, some embodiments may be
described using the expression “coupled” and “connected”
along with their derivatives. These terms are not necessarily
intended as synonyms for each other. For example, some
embodiments may be described using the terms “connected”
and/or “coupled” to indicate that two or more elements are in
direct physical or electrical contact with each other. The term
“coupled,” however, may also mean that two or more ele-
ments are not in direct contact with each other, but yet still
co-operate or interact with each other.

[0091] With general reference to notations and nomencla-
ture used herein, the detailed descriptions herein may be
presented in terms of program procedures executed on a
computer or network of computers. These procedural
descriptions and representations are used by those skilled in
the art to most effectively convey the substance of their work
to others skilled in the art.

[0092] A procedure is here, and generally, conceived to be
a self-consistent sequence of operations leading to a desired
result. These operations are those requiring physical manipu-
lations of physical quantities. Usually, though not necessarily,
these quantities take the form of electrical, magnetic or opti-
cal signals capable of being stored, transferred, combined,
compared, and otherwise manipulated. It proves convenient
at times, principally for reasons of common usage, to refer to
these signals as bits, values, elements, symbols, characters,
terms, numbers, or the like. It should be noted, however, that
all of these and similar terms are to be associated with the
appropriate physical quantities and are merely convenient
labels applied to those quantities.

[0093] Further, the manipulations performed are often
referred to in terms, such as adding or comparing, which are
commonly associated with mental operations performed by a
human operator. No such capability of a human operator is
necessary, or desirable in most cases, in any of the operations
described herein which form part of one or more embodi-
ments. Rather, the operations are machine operations. Useful
machines for performing operations of various embodiments
include general purpose digital computers or similar devices.
[0094] Various embodiments also relate to apparatus or
systems for performing these operations. This apparatus may
be specially constructed for the required purpose or it may
comprise a general purpose computer as selectively activated
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or reconfigured by a computer program stored in the com-
puter. The procedures presented herein are not inherently
related to a particular computer or other apparatus. Various
general purpose machines may be used with programs written
in accordance with the teachings herein, or it may prove
convenient to construct more specialized apparatus to per-
form the required method steps. The required structure for a
variety of these machines will appear from the description
given.

[0095] It is emphasized that the Abstract of the Disclosure
is provided to allow a reader to quickly ascertain the nature of
the technical disclosure. It is submitted with the understand-
ing that it will not be used to interpret or limit the scope or
meaning of the claims. In addition, in the foregoing Detailed
Description, it can be seen that various features are grouped
together in a single embodiment for the purpose of stream-
lining the disclosure. This method of disclosure is not to be
interpreted as reflecting an intention that the claimed embodi-
ments require more features than are expressly recited in each
claim. Rather, as the following claims reflect, inventive sub-
ject matter lies in less than all features of a single disclosed
embodiment. Thus the following claims are hereby incorpo-
rated into the Detailed Description, with each claim standing
onits own as a separate embodiment. In the appended claims,
the terms “including” and “in which” are used as the plain-
English equivalents of the respective terms “comprising” and
“wherein,” respectively. Moreover, the terms “first,” “sec-
ond,” “third,” and so forth, are used merely as labels, and are
not intended to impose numerical requirements on their
objects.

[0096] What has been described above includes examples
of the disclosed architecture. It is, of course, not possible to
describe every conceivable combination of components and/
or methodologies, but one of ordinary skill in the art may
recognize that many further combinations and permutations
are possible. Accordingly, the novel architecture is intended
to embrace all such alterations, modifications and variations
that fall within the spirit and scope of the appended claims.

1. A computer-implemented method, comprising:

identifying at least one emotion type associated with at

least one detected emotion characteristic by an emotion
detection component;

storing the identified emotion type in a storage component;

receiving a request from one or more applications for emo-

tion type by an application programming interface (API)
component;

in response to the request, returning the identified emotion

type by the API component; and

identifying content for display by the one or more applica-

tions based upon the identified emotion type.

2. The computer-implemented method of claim 1, wherein
the identification of content for display by the one or more
applications based upon the identified emotion type com-
prises searching among a plurality of content items, each
content item being associated with one or more emotion type.

3. The computer-implemented method of claim 1, the con-
tent including one or more of social networking posts, photos,
videos, audio, advertisements, or applications.

4. The computer-implemented method of claim 1, further
comprising:

receiving a request to calibrate emotion detection by a

calibration component;

presenting a type of emotion to a user;



